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Introduction
The Peninsula Point Of Sale Printer Driver for Mac OSX allows Direct 
Thermal, Inkjet and Dot Matrix Printers of various makes to be connected 
to, and print from Mac OSX computers.

This includes printers from Epson, Samsung (Bixolon), Axiohm, and many 
others.

The driver is a standard Mac OSX printer driver and the POS Printers appear as 
a printer in the Apple Printer Setup Utility. A Utility is provided by us to assist in 
installation as these kinds of printers cannot be automatically installed.

The driver will work with the printers connected via direct USB, or via a USB 
Parallel adaptor (not one from Keyspan or Belkin, or one containing a Proliþc 
PL2303 chipset as these are not supported on the Mac (this is an Apple issue 
not ours)).

You can also connect the printer via TCP/IP, or Bluetooth subject to the 
interfaces on the printer.

You will not be able to connect via a USB->Serial adaptor as the throughput on 
these is not fast enough.

Once installed the printer will be able to be printed to from the majority of 
applications, however some applications do not print correctly on OSX.

One is Apples TextEdit which cannot size the pages correctly, and another is 
Adobe Illustrator which uses an outdated printing technology and will only print 
low resolution images directly (in order to get Illustrator to print properly you will 
need to export the þle as a pdf and print it with Acrobat).

You do however need to make sure the page size is set to the size of your labels 
(with no margins) in order to print correctly, leaving the pagesetup as A4 will 
result in unpredictable results.



Peninsula POS Printer Driver For OSX2
Peninsula POS Printer Driver For OSX 3

Installation
In order to install the driver for your printer follow these instructions..

1. Run the installer package which has been sent to you by us.

2. Follow the instructions on screen until the Installation Utility appears, 
this will be after the screen stating that this product is installed. 

You will see the screen below.

3. Follow the on screen instructions (shown below) and enter your 
Administrator password for the Mac you are using.

4. Next Click the òGet Printer Typesó button (shown below), this may take a 
while depending on your Mac. 

This retrieves attached printers and also the Peninsula drivers that are 
available.
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At this stage you can also choose the connection type from the popup 
menu.

5. Then choose the attached printer from the popup list  (shown below) (if 
no printer appears, check the cabling or try unplugging and plugging in the 
USB cable and clicking òGet Printer Typesó again).

Some printers will show with a complete name, this includes printers from 
Samsung, others will not and will just show up as unknown. 

Please note this driver may not work with all USB enabled 
printers as some have non standard interfaces and may require 
a USB parallel adaptor to work in this case. Samsung (Bixolon) 
printers require a USB board inside the printer to function 
correctly.

6. Next choose a printer type from the popup list (shown below).

Do Not enter anything in the location box.

7. Once you have entered all this you can click the button shown below to 
add the printer to the list of printers in Apples Printer Setup Utility

After installation the driver works in demonstration mode until activated with a key.
When in this mode the driver prints Peninsula over the top of all labels 
printed.

The activation utility is found by clicking on the Utility button (shown below) 
in the apple printer setup utility item for the printer.  

You can also choose the authorise tab on the utility when installing. This 
code will not be shown in the demonstration version.
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Email us the code it generates and we will email you back an activation 
code, or use the online activator on the utility screen.

Please email it to sales@peninsula-group.com

This product is licensed per computer, multiuser licenses are available at a 
reduced rate.
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Using The Driver With Standard Applications
In order to work correctly with the majority of applications (some 
exceptions apply see below), you must set the page setup page size 
in the correct way (see below) and also make sure the printer speciþc 
settings in the print dialog match your model of printer. Failure to do 
this will result in unexpected results.

Setting The Correct Page Size

In the application you wish to print from select Page Setup from the File 
menu. You will see a screen like below.

Choose your printer from the format for menu.

Choose a paper size from the Paper Size menu, if the size you require is 
not in the menu you can make a custom size like this.

Choose Manage Custom Sizes from the bottom of the Paper Size Menu 
as shown below

A custom page sizes dialog will appear as below.
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Press + to add a label size, enter a name for this size in the box on screen.

Enter the size of your label in the Page Size box (it is advisable to make 
the height and width a bit smaller than the actual size of the label, ie by 
0.5mm). 

In order to save paper when printing receipts make a short page length 
and use multiple pages when printing.

In the printer margins section choose User deþned from the popup and 
enter 0 in all the boxes (failure to do this will cause unexpected results)

Once this is done click OK and then OK again to save the settings.

Sometimes the operating system changes the page size between 
applications so it is advisable to check the page size when printing.

Setting The Correct Printer Settings

In the application you wish to print from select Print from the File menu. 

Next we are going to set the printer speciþc settings for your printer.

On the screen (shown below) choose your printer from the Printer popup 
menu.

This screen contains all the options for printing your labels.

There are popup menus for each option, you can set printer speciþc 
features to adjust how the pages are printed.

You can also set presets which can be retrieved for printing certain 
documents.

You also choose how many copies to print and which pages from your 
document you need to print.

Settings are printer speciþc, so make sure your printer is chosen in the 
Printer menu at the top of the screen.
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Where the screen says Copies & Pages choose Printer Features from the 
popup menu.

You will see a screen like below (it may change according to the model 
and make of printer you have).

The þrst screen of this section has the basic printer settings on it.

Output Resolution: This is the actual resolution of the printer itself, most 
printers are set to the correct resolution in the default settings. If you set 
this too high your image will not þt on the printed label and if you set it too 
low the image will be smaller than the label.

Cash Drawer: This is an option to open a cash drawer automatically at 
the end of priting a receipt, cash drawers are attached to the back of the 
printer and are automatically opened when required.

Cutter Actions: Some printers come þtted with a cutter to cut the labels, 
this feature allows adjustment of this.

End Of Print: In order to add extra blank lines at the end of a print, this 
setting will acheive this.

Custom Line Spacing: Some printers require the line spacing to be altered 
to print correctly, this is acheived with this setting.

Once you have set the settings as appropriate you can save them as a 
set for future use. Choose Save As from the Presets menu and give the 
settings a name, this means next time you need to use them the item will 
be in the presets menu and be quickly available.

Once you have all the settings you require return to the pages and copies 
layer using the popup menu then click OK to print.
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FAQӚs

Printer Speciþc Notes

All Makes Of Printer.

1. When using a print server the ip address of the printer cannot be 
assigned by DHCP it must be a static address.

Samsung (Bixolon).

1. Samsung printers can only be used with a Samsung USB board to work 
with OSX, these are avaiable as an extra from your supplier and can be 
þtted by yourself with a screwdriver, making sure the board is þtted the 
correct way up and seated in the connector.

Application Speciþc Notes

All Applications.

1. Make sure you have set the correct label size in the Page Setup dialog, 
trying to print an A4 sheet to a thermal printer will have unexpected results.

Adobe Applications.

1. Most Adobe applications use a non standard, obsolete print architecture. 
This will result in low resolution printed labels, in order to overcome this 
problem, export the document as a PDF and use Acrobat to print. This will 
result in the correct information being sent to the printer.

AppleӚs Textedit.

1. Apple Textedit cannot size the paper properly at small sizes.

Connection Speciþc Notes
USB to USB.

1. There are no issues with USB ports which implement a printer object 
which is true of printers from Samsung and others.

USB Parallel Cables.

1. Apples built in USB Parallel cable driver will not drive all types of cable, 
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if the cable contains a PL2303 chipset from Proliþc the Apple driver will 
not recognise the cable or printer, this includes cables from Belkin and 
Keyspan. 

A Magic Control Technology chipset will always work.

USB Serial Cables.

1. These will not work with our drivers as they are too slow for the 
throughput of the driver.

Network Print Servers.

1. When using a print server the ip address of the printer cannot be 
assigned by DHCP it must be a static address.


